The effect of silica-based glass-ceramic liners on the tensile bond strength between zirconia and resin-based luting agent was evaluated and compared with the effect of 10-methacryloyloxydecyl dihydrogen phosphate (MDP)-containing primers. MATERIALS AND METHODS. Titanium abutments and zirconia crowns (n = 60) were fabricated, and the adhesive surfaces of the specimens were treated by airborne-particle abrasion. The specimens were divided into 5 groups based on surface treatment: a control group, 2 primer groups (MP: Monobond Plus; ZP: Z Prime Plus), and 2 liner groups (PL: P-containing Liner; PFL: P-free Liner). All specimens were cemented with self-adhesive resin-based luting agent. After 24-hour water storage and thermocycling (5,000 cycles, 5°C/55°C), the tensile bond strength was measured using a universal testing machine. Failure mode analysis and elemental analysis on the bonding interface were performed. The data were analyzed using Kruskal-Wallis test, Dunn's post hoc test, and Fisher's exact test. RESULTS. The liner groups and primer groups showed significantly higher tensile bond strengths than that of the control group (P<.05). PFL showed a significantly higher tensile bond strength than the primer groups (P<.05). The percentage of mixed failure was higher in the primer groups than in the control group (P<.001), and all the specimens showed mixed failure in the liner groups (P<.001). A chemical reaction area was observed at the bonding interface between zirconia and liner. CONCLUSION. The application of liner significantly increased the tensile bond strength between zirconia and resin-based luting agent. PFL was more effective than MDP-containing primers in improving the tensile bond strength with the resin-based luting agent. 
INTRODUCTION
Yttria-stabilized tetragonal zirconia polycrystal (Y-TZP) has been widely used as a material for prostheses owing to its biocompatibility and excellent mechanical properties. 1 Zirconia prostheses have shown a wide range of survival rate (81 -100%) in 5-year observation, which was reported to be associated with mechanical complications such as veneer chipping and loss of retention. [2] [3] [4] Loss of retention occurs more frequently in Y-TZP than in porcelain-fused metal prostheses. 5 Ortorp et al. 3 monitored monolithic zirconia prostheses for 5 years and insisted that loss of retention accounted for the highest percentage of total complications (30%). Most of those prostheses were bonded using resinbased luting agent.
All-ceramic prostheses can form stable chemical bonds with resin-based luting agent through hydrofluoric acid and silane applications. 6 However, such surface processing is not possible in zirconia due to its polycrystalline structure. 7 For this reason, researchers have explored various surface treat-ment methods to improve the bond strength between zirconia and resin-based luting agent, such as airborne-particle abrasion (APA), laser treatment, elective infiltration etching, silica coating, and functional monomer application. 8 For luting of zirconia prostheses, APA followed by 10-methacryloyloxydecyl dihydrogen phosphate (MDP) or silane application is the most common treatment. [9] [10] [11] MDP, a type of acid phosphate monomer, was originally developed to increase the bond strength between metal and resin-based luting agent, and is now used in zirconia prosthesis. 12 It forms phosphate-oxygen-zirconium bonds with zirconia. 13 To obtain a sufficient bond strength, MDP should be accompanied with APA treatment. 1 However, APA can cause microcracks on zirconia surface, which lead to fracture or damage on the zirconia margin. 14, 15 Tribochemical silica coating has been reported to effectively improve the bond strength in high-strength ceramics. [16] [17] [18] Micromechanical retention and chemical bonding with silica particles can be achieved through tribochemical silica coating. 11, 19 However, these effects may be reduced in zirconia, which has a high surface hardness. 20 Matinlinna et al., 20 through energy-dispersive X-ray spectroscopy (EDS) analysis, reported that tribochemical treatment of zirconia surface induced insufficient silica coating. It has also been claimed that silica does not chemically bind to zirconia surfaces. 21 The effect of silica coating can be improved by increasing the blasting pressure during tribochemical silica coating. 22 However, the possibility of zirconia surface damage cannot be ruled out. 23 Researchers have proposed another technique in which silica is added to zirconia surfaces instead of the subtraction techniques. [24] [25] [26] Several studies reported that chemical bonding occurred at the bonding interface between zirconia and ceramics.
27-29 Lung et al. 25 proposed a sol-gel method for silica-based ceramics. However, this technique resulted in a significantly low shear bond strength with resin-based luting agent compared with that obtained after APA, and the coating was unstable after thermocycling. Kitayama et al. 24 proposed an internal coating system (INT), in which the inner surface of zirconia prostheses is partially or fully covered with silica-based ceramics through high-temperature firing. A significant increase in bond strength with resin-based luting agent and compensation of the large internal gap within the zirconia prostheses were achieved with INT. 26 However, few studies have compared the INT with different surface processing methods, and have assessed the stability of the coating after thermocycling.
In this study, the effects of silica-based glass-ceramic liners and MDP-containing primers on the tensile bond strength between zirconia and resin-based luting agent following thermocycling were investigated. The null hypothesis was that different surface treatment techniques do not have any effect on the tensile bond strength between zirconia and resin-based luting agent and on the failure mode.
MATERIALS AND METHODS
Sixty titanium abutments and zirconia crowns (12 per group) were fabricated from titanium blocks (commercially pure titanium, grade V) and pre-sintered block (Zirtooth, Hass, Gangneung, Korea) with CAD/CAM program (hyperMiLL, Samwoohyper, Seongnam, Korea). To minimize the effects of mechanical retention, the convergence angle of the titanium abutment was set to 20 degrees on one side, making a total of 40 degrees (Fig. 1) . The titanium abutments and intaglio of zirconia crowns were subjected to APA (Basic master, Renfert, Hilzingen, Germany) by vertically spraying alumina (Al 2 O 3 ) particles from a distance of 10 mm at 0.25 MPa. Specimens were divided into 5 groups depending on the applied surface treatment: control group (APA), MP group (APA+Monobond Plus), ZP group (APA+Z Prime Plus), PL group (APA+P-containing Liner), and PFL group (APA+P-free Liner) ( Table 1) .
The internal gap between the titanium abutment and zir- conia crown was determined by measuring the mean liner thickness in 10 additional zirconia crowns that were cut using an Accutom-50 cutting machine (Struers, Ballerup, Denmark) (Fig. 2 ). An internal gap of 20 μm for cement was set in the control and primer groups, while the mean liner thickness (15 μm) was added for the liner group. A spray-type liner was sprayed from a distance of 15 -20 mm for 2 -3 seconds and fired for 1.5 minutes at 950°C in a porcelain furnace (Austromat D4, Dekema, Freilassing, Germany). The zirconia crowns were bonded to the titanium abutments using the self-adhesive RelyX Unicem (3M ESPE, Seefeld, Germany). In the liner group, the intaglio of zirconia crown was treated with 4% hydrofluoric acid (Porcelain etchant, Bisco Inc., Schaumburg, IL, USA) for 5 minutes and uniformly coated with silane (Monobond S, Ivoclar Vivadent, Liechtenstein, Germany) for 60 seconds. The bonding interface between the titanium abutment and zirconia specimen was observed at ×10,000 magnification using a scanning electron microscope (SEM, Quanta FEG 250, FEI, Hillsboro, OR, USA). For the liner group, an EDS (Apollo XP, EDAX, Mahwah, NJ, USA) connected to the SEM was used for line scan analysis to observe the elemental distribution between the liner and zirconia. All specimens were stored in distilled water at 37°C for 24 hours, and then thermocycling was performed for 5,000 cycles (5°C and 55°C, 2 seconds dwelling time; Thermal cyclic tester, R&B Inc., Daejeon, Korea). A tensile force was applied in the axial direction at a crosshead speed of 1.0 mm/min using a universal testing machine (Model 5982, Instron, Norwood, MA, USA). After the tensile bond strength test, the outer surface of the titanium abutment and the intaglio of the zirconia crown were examined at × 300 magnification using an optical microscope (VHX S550E, Keyence, Itasca, TX, USA). Failure modes were categorized into adhesive failure, cohesive failure, and mixed failure. If a mixed failure was observed, the specimen was examined at × 100 and × 200 magnifications under a SEM to confirm the failure mode.
The Kruskal-Wallis test and Dunn's post hoc test (IBM SPSS 23.0, IBM, Armonk, NY, USA, α = .05) were used to analyze the significant differences among the tensile bond strengths achieved by the different surface treatment techniques. Two-sided P values < .05 were accepted as statistically significant. Further, Fisher's exact test was used to determine the significant differences in the failure mode among the groups. 
RESULTS
All the experimental groups showed significantly higher tensile bond strengths than that of the control group (P < .05).
The tensile bond strengths of the PFL group was significantly higher than those of the ZP and MP groups ( Fig. 3 , P < .05).
In the failure mode analysis, significant differences in the failure modes were observed according to the surface treatment ( Table 2 , P < .001 with Fisher's exact test). Cohesive failure was not observed in any specimens. In the control group, adhesive failures were more frequently observed than mixed failures, whereas in the primer groups, mixed failures were more common than adhesive failures. The MP and ZP groups showed similar frequencies of adhesive failures. In both the liner groups (PL and PFL), all specimens presented mixed failures. When closely observed using a SEM, cohesive failures were observed mostly in the resin-based luting agent layers in the occlusal surface, and adhesive failures were observed between the zirconia crown and resin-based luting agent in the axial surface. Similar failure modes were observed in the occlusal surface of the liner group. However, in the axial surface, adhesive failures between the resin-based luting agent and liner were usually observed, whereas adhesive failure between the liner and zirconia was not observed. In addition, it was seen that the zirconia surfaces were covered with the liner (Fig. 4) .
EDS was used to perform line scanning to determine the elemental distribution of the specimens' components (Fig. 5) . In the liner group, the intensities of zirconium (Zr) and silicon (Si) ion distributions in a chemical reaction layer changed. Diffusion of Zr into the liner and of Si, main components of the liner, into zirconia were observed. The interdiffusion zone was approximately 1 -2 μm thick (Fig.  5) . Effect of liners and primers on tensile bond strength between zirconia and resin-based luting agent
DISCUSSION
Based on the measurement results, the null hypotheses of this study were rejected. The primer treatment and liner treatment significantly increased the tensile bond strength between zirconia and resin-based luting agent.
The MP and ZP groups both include MDP. The MP group additionally includes sulfide methacrylate and 3-(trimethoxysilyl) propyl methacrylate (3-MPS) monomers, which are silane monomers, while the ZP group additionally includes carboxylic acid monomer. In this study, there was no significant difference between the tensile bond strengths of the MP and ZP groups. MDP may significantly affect the bonding behavior of zirconia.
The biggest compositional difference between the PFL and PL groups was the presence of phosphorous pentoxide (P 2 O 5 ). P 2 O 5 acts as a nucleating agent to induce the formation of bonds between components. 30 Therefore, a definite crystal structure can be formed in the presence of P 2 O 5 . As the crystal structure becomes clearer, the strength of the liner increases; however, the wettability decreases. This explains the significantly higher tensile bond strength of the PFL group than those of the primer groups, despite of no significant difference between the PL group and the primer groups.
Liner treatment increased the tensile bond strength more effectively than the primer treatment did. This was also confirmed in the failure mode analysis. In the failure mode analysis, the liner groups showed less adhesive failures than the primer groups did, which indicates that more stable and stronger bonds were formed between the zirconia, liner, and resin-based luting agent. Very few adhesive failures were observed between zirconia and liner, and most zirconia surfaces were covered with the liner. It appears that chemical reactions occurred during the liner firing process.
27-29 Such results are consistent with previous findings. It was reported that the interdiffusion zone within the bonding interface between zirconia and ceramic was observed in EDS analysis.
27, 28 Durand et al. 29 suggested that the interdiffusion zone is 2 μm in thickness; this value is close to the thickness of the interdiffusion zone observed in this study. Since the liners are crystallized glass-ceramics with silica as the main component, they can form stable siloxane bonds with resin-based luting agent through hydrofluoric acid and silane treatments, which were applied in the conventional ceramic bonding procedures.
In this study, all the bonding surfaces between the titanium abutments and zirconia crowns were subjected to APA. There has been a controversy regarding the optimal blasting pressure and particle size for producing efficient bond strengths and durability of zirconia. In this study, 50-μm alumina particles were sprayed at 0.25 MPa onto the intaglio of zirconia crown, which was suggested in a previous study. 23 The control, primer, and liner groups were all treated under the same conditions to minimize confounding effects.
Both the primer and liner groups showed higher tensile bond strengths than that of the control group after thermocycling. Studies that investigate the stability of liners after thermocycling procedure are rare, and there is a controversy regarding the stability of primers during thermocycling. 15 The magnitude of the effects of thermocycling can vary depending on the exposure of the bonding interface. In this study, only the margin area was exposed to water. Furthermore, because the zirconia crowns were relatively thick, they may have been less susceptible to the effects of thermocycling. However, the liner may effectively resist thermocycling in which a 1 -2 μm thick chemical reaction layer was formed in the bonding interface between the zirconia and liner.
There are various methods of liner treatment including dipping and spraying. Although Lee et al. 26 recommended the use of dipping method, it is a complicated process since it involves the mixing of powder and liquid. In addition, this method leads to a thick accumulation of liner around the line angle from the occlusal to the axial intaglio of the zirconia crown. In this study, the liners produced in the form of a spray were sprayed onto the intaglio of the zirconia crowns. The spraying method is simple and results in comparatively uniform distribution of particles. However, it is technically sensitive as the quantity of sprayed particles, and consequently, the liner thickness can be changed depending on the spraying distance and time.
Further, the tensile bond strength with resin-based luting agent significantly increased for the PFL group compared with the primer groups. However, the liner application has several limitations. First, the liner treatment is inferior in terms of convenience. Liners require high-temperature firing following application and must be treated with hydrofluoric acid and silane for bonding. Second, primer treatment can be performed following internal adjustment of ceramics in the chairside, and the liner layer can disappear during internal adjustment. Third, complete seating may be difficult to achieve if the thickness of the liner is larger than the internal gap of the prostheses previously set. Therefore, further studies are needed to simplify the liner treatment processes and to find methods to sensitively adjust the liner thickness. However, since zirconia prostheses typically have large and various internal gaps compared to other prostheses, the liners may compensate the misfit. 24 
CONCLUSION
In this study, the inner surfaces of zirconia crowns were treated with primers or silica-based glass ceramic liners, and their tensile bond strengths with resin-based luting agent were measured. Primer treatment led to an increase in the tensile bond strength regardless of the primer types compared with the control group, and led to an increase in the percentage of mixed failures. Liner treatment led to a significant increase in the tensile bond strength regardless of liner composition compared with the control group, and all specimens showed mixed failures. In addition, the liners without phosphorous compounds exhibited the highest tensile bond strength. Chemical reaction layers and 1 -2 μm thick interdiffusion zone were observed at the bonding interface between zirconia and liner.
